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Chapter 3 Software Setup

Drivers, Utilities and Software Installation

Support CD:

This mainboard will be shipped with a Support CD which contains those
necessary driver files, Application Softwares and some helpful utilities.
It is a user-friendly, auto-run CD which will open itself up in a CD-ROM
automatically.

Contents of Support CD:
For this mainboard, user will be able to find in the Support CD the fol-
lowing drivers and utilities:

1. VIA 4-in-1 Drivers

2. AC’97 Audio Drivers

3. VIA USB 2.0 Drivers

4. Hardware Monitor Utility

5. Other drivers (including LAN drivers)

This chapter is devoted to describing the installations of all these
essential drivers and utilities on Windows 9X, Windows ME , Windows
2000 and Windows XP. The installation procedures for all these oper-
ating systems are programed into an auto-run mode. What users have
to do is read and follow the pop-up instructions. We therefore take the
installation on Windows 98 as the general illustration hereby.

The priority of driver installation should also be noted. Users are rec-
ommended to take the following installation order:

3-1 Open Support CD and choose your drivers
3-2 VIA 4-in-1 Drivers Installation

3-3 AC’97 Audio Drivers Installation

3-4 USB 2.0 Drivers Installation

3-5 Hardware Monitor Utility Installation
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3-1 Open Up Support CD:

1. Please put the Support CD enclosed in your mainboard package
into the CD-ROM drive. In a few seconds, the Main Menu will
automatic ally appear, displaying the contents to be installed for this
series:

=

VIA 4 in 1 Driver

— — Install Acrobat Reader
ACS7 Audio Driver
VIA USB 2.0 Driver

— - Browse CD-ROM

—— e EXIT
Hardware Monitor Utility

s b =]

2. In case your system does not open the Support CD automatically,
please click to the following path to enter the Main Installation Menu:

D:\ Autorun.exe (assuming that your CD-ROM Drive is Drive D)

3. Users are recommended to install all the drivers and utilities at a
time, though they can be installed separately.
Also, we should take “VIA 4-in-1 Drivers” as first installation priority
to optimize the VIA system.
From next section, we provide detailed descriptions of all these
installations with graphical illustrations.
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3-2 Proceed to VIA 4-IN-1 Drivers Installation
1. Following the procedures of opening the Support CD, click to “ VIA 4-

in-1 Drivers” to proceed.

2.The VIA Service Pack
InstallShield Wizard will pop up
to guide you to the VIA Service
pack installation. Click “Next”
button to continue.

Welcame to the VIA Service Pack Setup program.
Tis program willinstall VIA Service Pack on yaur
compuler,

Itis strongly recommended that you exit ol Windows programs
befors runming this Setup program.

is protected by copyight law and

| b e’ Next

portio resul
will be prosscuted to th

m, or any
alies, and
et .

3. “VIA Service Pack READMFE”
screen will appear, please click
the “Yes” button to agree with
the Licence Agreement and
continue.

ack 1 README. Press PAGE DOWN key ta see the rest of

VA
=) doo

T B
VIA Service Pack
(ViadinT)
README. TT

VIA Ser

yiighi(C) 1358 V1A Technologies, Inc.

Table of Conters:
AboutVIA 4in1

Setting Up

Updale.

Techrical Support

Special Nole [WinFast AGP VA users orl) =l
Ciicking Yes means you have read and sgreed with README.
Ciick No to decline and Exit

No

< Back Yes

4. On the screen below, check
"Normally Install” and click
“Next” to continue. (If you check
“Quickly Install”, you will skip
the detailed procedures of the
VIA 4-in-1 Setup.)

Click to enable Nomal or Quick Inctalation

& Homal rstaliation

© Quick Instalaton
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5. Select the checkbox as below
and click “Next” to continue:
MVIA ATAPI Vendor Support Driver
MAGP Driver (AGP3.0 Supported)
M IRQ Routing Miniport Driver

™ VIA INF Driver’1.70a

17 i ATAFVerdar S uppeit Difver
[ AGP Diiver (AGP30 Supported |
% IR0 Routing Miniport D iver

[ V14 INF Driver 1.70a

< Back Cancel
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6. Select “Install VIA ATAPI
Vendor Support Driver”
checkbox, then click the “Next”
button to continue.

v
||

7. Click on “Click to enable DMA
Mode” checkbox to enable
DMA function, then click the
“Next” button to continue.

[ATAPI Vendor Support Driver 1.10 (x]

Default IDE DMA Made Carirol

IV i lo enable DMA Modd

v

8. Select “Install VIA AGP Driver”

and press “Next” button to
continue.

9. Select “Install VIA IRQ Routing

Miniport Driver” checkbox, then
click the “Next” button to
continue.

o tnstalUninstal Q) Routing Miriport Dver

& linghall VA THT Histing Minipor Drivef
© UrrersT v R Rectrer e ver

<Back Cancel

10. After all these setup procedures have finished, you should restart
your computer by clicking on “OK” so as to put VIA 4-in-1 drivers
into effect and proceed to second driver installation.

Setup has finished copying files to your computer. Befare you can
use the program, you must restart Windows or your computer.

Chaose ane of the fallawing options and click QK ta finish setup.

£ No, | williestart mp computer later
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3-3 Proceed to AC’97 Audio Driver Installation

1 Following the installation of VIA 4in1 drivers, you have to restart
system so that your system can be reconfigured with VIA 4in1. When
restarting procedures finish, please open the Support CD with your
CD-ROM to enter the Main Installation Menu. Then click to “Install

AC97 Audio Driver”.

2 The Realtek AC’97 Audio Setup 3 After all setup procedures
InstallShield Wizard will pop up have completed, click to “Finish”
to guide you to the Realtek AC’97 button to restart your computer
Audio Driver installation. Press and it will take into effect after

“Next” button to continue. rebooting up.

Realtek AC'97 Audio Setup (4.52)

Realtek AC'97 Audio Setup (4.82) X
Setup Status m

allShiold Wizard for Realtek

Reatek ACS7 Audio Seup s parforing the requested operaiors.

1 vl st Foalok ACS7 Auio

Instaling:
CAWINNT\S stem32\asndimg. col
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3-4 Install USB 2.0 Driver for Win98 / Me / 2000 / XP
VIA USB V2.0 is already integrated on board. Its 480Mb/s transfer rate
supports operating system Win98/Me/2000/XP. USB Driver installa-
tion procedures are of similar steps in these systems. Please take the
following illustrations from Win XP as the USB driver installation guide:

1. Following the procedures of opening the Support CD, click to
“Motherboard Drivers” and then choose “VIA USB 2.0 Driver” to
proceed. Please notice that the USB card driver is different from the
USB 2.0 driver typically for the on-board USB. Do not use the USB

card driver here.

2. Instantly the “USB 2.0 Setup Program” will pop up on screen. Click

“Next” to continue.

elcome to the USE 2.0 Setup program Setup
program. This program will install USE 2.0 Setup
- Progran omn Your Compter.

Itis strongly recommended that you exit all Windows programs
before running this Setup program.

Click Cancel to quit Setup and then close any programs you
have running. Click Mest to continue with the Setup program.

WARANING: This program is protected by copyright law and
international reaties.

Unauthorized repraduction o distribution of this program, or any
portion of it may result in seyvegssied i

will be prosecuted ta the m; t le under law.

inal penalies, and

] Cancel
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3. Instantly, next screen will pop up to prompt you to select component.
Select “Install USB Driver” and click “Next” button to continue.

Select Components x|

< Back I ﬂéxl) I Cancel

4. The USB 2.0 Setup Program will then guide you through the whole
driver setup (including the acceptance of License Agreement)until
the “Finish” screen appears to prompt you to restart your system.

Please click “Finish” button to restart system to put the new driver
into effect.

Setup Complete

Setup has finished instaling LISE 2.0 Setup Pragram on your
complter.

£ Mo, | will restart my computer [ater.

Femove any disks from their dives, and then click Finish to

complate satup
Finish
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3-5 To Install Hardware Monitor Utility

3-5.1 Installation

Hardware Monitor is built on this mainboard. Its installation is pro-
gramed to a fully automated mode on Windows 9X/Me/NT4/2000/
XP. User can follow the model installation below for its installation
on various Windows System.

1.Following the procedures of opening the Support CD, click to “
Hardware Monitor Utility” to proceed.

2.Then the installation program
automatically opens the
“Soltek HM Setup” screen.
Click “OK” to continue.

3.Select the Program folder
and click “Install” to continue.

InstaliShield Wizard Completed

The Instalsheld Wiard has scze

ssfuly nsaled Sabek
Hardiare eito, Click Firisk to et the wizard,

4.In a few seconds, the instal-
lation completes. Click the
“Finish” button to complete
the driver utility setup.

45



KT400-C

3-5.2 Verification

1. After installing Soltek Hardware
Monitor, double click “SoltekHM”
icon on the desktop to open the main
window of the Soltek Hardware
Doctor.

2.Then the pop-up screen will show all information about CPU
Temperature, Fan Speed and various Voltages.

Showing the Fan Speed(s) that
is supported by the mainboard.

function of which is supported by

{Click on “Soltek” button to ]
the mainboard.

Showing the temperature(s), the
display the function menu.

‘dlrerrenaTune flEan Tachomeres

Fant
Fan2

Fan3

Showing the Voltage(s) that is
supported by the mainboard.

Status Warning LED

*Note: Not all items or functions showing in the above picture will
show up. Only those items or functions that are supported

by the mainboard will reveal themselves in the above
screen.
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