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6-12 Installations et it into the | Installing More Memory
the adapter by the top and f f?ﬂf :?ze type, make
3. Hold ion slot. If the adapter card is a ' orted by the There is a tota] of 16 SIMM sockets on your LASER 486 System
expmwm‘f‘ront edge of the adapter card is F\:ﬁg ~hassis. board, they are divided int, four banks labelled 'BANK 0, 'BANK
i ﬂ: bracket located near the front o 1', 'BANK o' and '‘BANK g' on the system board. The system
suppo

board wil] Support 256K x 9 SIMMs, IMx 9 SIMMs or 4M x9
SIMMs.

The DRAM speed should pe 80nS or fagter.

P

Expansion

Slot \

The following are the supported DRAM configurationg:
BANK ¢ BANK 1 BANK 2 BANK 3 Total Memory

256KB none none none 640KB
256KB 256KB none none 1664KB
Serew =] 256KB  256KB 1MB none 5760KB
256KB 256KB 1MB 1IMB 9856KB
1IMB none none none 3712KB
1MB 1MB none none 7808KB
1IMB 1IMB 1MB none 11904KB
h above. 1MB 1IMB 1MB 1IMB 16000KB
all the screw you removed in step 2 as shown 4 1111:{413 lhl\;g 411\:143 nﬁlg 2;;’?511%
4. Inst installed, 1 4 4 4
f you have any internal options ﬁg@ﬁfﬁ?ofs})?nstau the 4MB none none none 16000KB
5. 1 y&ﬁ them now. If no Ofc"he:un the 'Setup’ program. 4MB 4MB none none 32384KB
1cnofrer and go to Chapter 3 to 4MB 4MB 4MB none 48768KB
4MB 4MB 4MB 4MB 65152KB
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