A-2 Appendix A

JPS8 - Parity Check Select
EB' Check DRAM Parity only

mms' Check DRAM and Cache Parity
@ms®  NoParity Check

Note: See description on JP10,11,12,13
JP9 - Processor Select
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This jumper is used to select the type of processor insta
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upgrade processor socket.
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SRAM Type Select
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Appendix A A-3
DRAM SRAM JP8 WB/WT Remark
x8 x8/x9 NotInstalled WB/WT Noparity
check; prefer
set to WB for
higher
performance,
x9 x9 Short 2-3 WB/WT Parity check;
prefer set to
WB for higher
performance.
x9 NotInstalled Short 1-2 NotApplicable External
Cache Mode
should set to
‘Disabled',
x9 x8 NotInstalled WB/WT Parity NOT
check; prefer
set to WB for
higher
performance.
x9 x8 Short 1-2 WwT Parity
checked; Must
be in WT,
Lower
performance
butbetter data
checking.
Note: Allother combinationsare not recommended.
x8 DRAM = SIMM Modules with no parity bit
x9 DRAM = SIMM Modules with parity bit
X8 SRAM = 32k x§ SRAM
x9 SRAM = 32kx9 SRAM
WBWT = Write-Back/Write-Through Selection on Advanced
CMOSs Setup.
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