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Section 2

System Board Configuration

Under some circumstances you may want to change the default
configuration of the system board. These changes are made through
jumper setting on the system board. The following section will describe
the function of jumpers and connectors and their corresponding
location on the system board will be shown in Section 3.

Jumper Functions
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Upgrade Processor Select

UPGRADE PROCESSOR SOCKET VACANT

UPGRADE PROCESSOR SOCKET OCCUPIED WITH
PROCESSOR BASED ON PENTIUM TECHNOLOGY

UPGRADE PROCESSOR SOCKET OCCUFPIED WiTH
OTHER PROCESSOR TYPE

Cache SRAM Type

39K ¥ 8 OR 128K X 8 INSTALLIRD (U368 - U38)

32K x 9 INSTALLED (U365 - U3&

Battery Select

ON-BOARD RECHARGEABLE BATTERY

EXTERNAL BATTERY

VL-Bus CPU Speed

CPU SPEED «= 33 MHz

CPU SPRED > 33 MHzx
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VL-Bus WB Support

DEFAULT

VL BUS MASTER CARD WITH WBACK# SUPPORT

Keyboard Controller Select
INTERNAL KEYBOARD CONTROLLER (DEFAULT

EXTERNAL KEYBOARD CONTROLLER

CPU Speed
25 MHz

33 MH:z

MCLX Select

DEFAULT

RESERVED

JP15, JP16 Keyboard Select
SP17, J218
e
E INTERNAL KEYBOARD CONTROLLER (DEFAU’LJ
PXTERNAIL KEYBDARD CONTROLLER
1 2 3
J19 Monitor Type
Lo 2 oo
1 2
oy
ro2 (EITHER POSITION WORKS FOR EGA, VGA)
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