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JP11

VL-Bus CPU Speed

VL-Bus SPEED <=33MHz

VL-Bus SPEED > 33MH:z

VL-Bus WB Support

VL BUS MASTER CARD DOES NOT SUPPORT
WBACK# (WRITEBACK CACHE)

VL BUS MASTER CARD WITH WBACK#
(WRITEBACK CACHE) SUPPORT

Internal CPU Clock Multiplier (If
Supported)

X3 (OPEN)

X2

X2.56 NOTE: THIS OPTION IS NOT
SUPPORTED FOR PRESENT 5V
PROCESSORS

Keyboard Controller Select

INTERNAL KEYBOARD CONTROLLER

EXTERNAL KEYBOARD CONTROLLER
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CPU Speed

25 MHz NOTE : THIS IS THE EXTERNAL
CLOCK SPEED 486DX/2 - 50 HAS
EXTERNAL CLOCK SPEED OF
25MHz
486DX/2 - 66 HAS EXTERNAL CLOCK
SPEED OF 33MH:z

33MHz
MCLK Slect
DEFAULT

RESERVED

Keyboard Controller Select

INTERNAL KEYBOARD CONTROLLER

EXTERNAL KEYBOARD CONTROLLER

Monitor Type

CGA
MDA

(EITHER POSITION WORKS FOR EGA. VGA)
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